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FACTORY # 2329
R.O. 1'-11 3/4" X 2'-5 3/4"
CASEMENT 2W 2H
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ON 15# BLDG. PAPER (INSTALL 
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VALLEYS, EDGES, ETC).
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30 YEAR
ARCHITECTURAL
ASPHALT SHINGLES

ASPHALT SHINGLE ROOF 
ON 15# BLDG. PAPER (INSTALL 
ICE & WATER SHIELD AT ALL 
ROOF/WALL JUNCTIONS, HIPS, 
VALLEYS, EDGES, ETC).
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These drawings and specifications are the 
property and copyright of McKay Architects 
and shall not be used in whole or in part, or 
shall be assigned to a third party without the 
express written permission of McKay 
Architects.
Contractor to verify all information and 
dimensions in the field prior to start of 
construction and is to notify McKay
Architects of any discrepancies
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POOLHOUSE IS NOT 
CONDITIONED SPACE
AND IS TO BE WINTERIZED EACH SEASON.
NO  HEATING AND COOLING ARE PROVIDED

(PT)

TOTAL FLOOR AREA OF ACCESSORY STRUCTURE: 152 sf
EXEMPT FROM TLAG TLAG

POOLHOUSE IS NOT CONDITIONED SPACE
AND IS TO BE WINTERIZED EACH SEASON.

NO  HEATING AND COOLING ARE PROVIDED 1'-6"


